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act as a convenient fluid reservoir.

Einfache Quenchflüssigkeitsvorlagesysteme 
werden zur Versorgung von einfachwirkenden 
oder Tan-dem-Gleitringdichtungen eingesetzt. 
Sie dienen der drucklosen Flüssigkeits-Bevorratung.

Technische Daten:
Technical data:

Pressure max: 0 bar
Temperature: -20°C...60°C
Material: Polypropyleen-PP

supply single or tandem mechanical seals.They
Simple Quench fluid supply systems are used to  
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- Aufnahme von Leckage
- Trockenlaufschutz
- Schmierfilmstabilisierung
- Luftabschluß bei Medien, die mit Sauerstoff in unerwünschter Weise reagieren
- Dead-End-Vorlage; DIN ISO 5199 Plan 13 
- Quenchflüssigkeit aus hochliegenden Behältern und API610 Plan 51.

Installation API51 

Dead-end quench (Plan 51)

- Recording of leakage
- Prevention of icing- Dry run protection
- Stabilization of the lubricating film
- Air seal for media that react with oxygen in an undesired way
- Dead-end template; DIN ISO 5199 Plan 13 
- Quench liquid from high-lying containers and API610 Plan 51.

incl.
Überlaufrohr 
overow tube

Anwendung / application
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